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Subject to change

YR240 Brass ball valve with rotary actuator

Double/single acting

YR250 Ball valve 2/2 AISI 316 with manual lever or rotary actuator

Double/single acting Double acting Single acting

Double acting Single acting

YR260 Ball valve 2/2 AISI 316 (3 pieces) with manual lever or rotary actuator

Double/single acting Double acting Single acting

DNPart No.

8
10
15
20
25
32
40
50
65
80

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2
G2 1/2

G3

YR250008LM

YR250010LM

YR250015LM

YR250020LM

YR250025LM

YR250032LM

YR250040LM

YR250050LM

YR250065LM

YR250080LM

ØWith manual lever

DNPart No.

8
10
15
20
25
32
40
50
65
80

100

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2
G2 1/2

G3
G4

YR240008SR

YR240010SR

YR240015SR

YR240020SR

YR240025SR

YR240032SR

YR240040SR

YR240050SR

YR240065SR

YR240080SR

YR240100SR

ØDNPart No.

8
10
15
20
25
32
40
50
65
80

100

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2
G2 1/2

G3
G4

YR240008DA

YR240010DA

YR240015DA

YR240020DA

YR240025DA

YR240032DA

YR240040DA

YR240050DA

YR240065DA

YR240080DA

YR240100DA

Ø

DNPart No.

8
10
15
20
25
32
40
50
65
80

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2
G2 1/2

G3

YR250008DA

YR250010DA

YR250015DA

YR250020DA

YR250025DA

YR250032DA

YR250040DA

YR250050DA

YR250065DA

YR250080DA

Ø DNPart No.

8
10
15
20
25
32
40
50
65
80

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2
G2 1/2

G3

YR250008SR

YR250010SR

YR250015SR

YR250020SR

YR250025SR

YR250032SR

YR250040SR

YR250050SR

YR250065SR

YR250080SR

Ø

DNPart No.

8
10
15
20
25
32
40
50
65
80

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2
G2 1/2

G3

YR260008LM

YR260010LM

YR260015LM

YR260020LM

YR260025LM

YR260032LM

YR260040LM

YR260050LM

YR260065LM

YR260080LM

ØWith manual lever

DNPart No.

8
10
15
20
25
32
40
50
65
80

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2
G2 1/2

G3

YR260008DA

YR260010DA

YR260015DA

YR260020DA

YR260025DA

YR260032DA

YR260040DA

YR260050DA

YR260065DA

YR260080DA

Ø DNPart No.

8
10
15
20
25
32
40
50
65
80

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2
G2 1/2

G3

YR260008SR

YR260010SR

YR260015SR

YR260020SR

YR260025SR

YR260032SR

YR260040SR

YR260050SR

YR260065SR

YR260080SR

Ø

Temperature: -20 ÷ 230 °C
Fluid: air, water, chemical agents, etc.
Working pressure: Max 64 bar
(based on working temperature)

Temperature: -20 ÷ 230 °C
Fluid: air, water, chemical agents, etc.
Working pressure: Max 64 bar
(based on working temperature)

Temperature: -20 ÷ 120 °C
Fluid: air, water, etc.
Working pressure: 16 ÷ 40 bar
(based on working temperature)

YR
Rotary Actuator and Valves for Process Automation
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Subject to change

YR270 L-shaped ball valve 3/2 AISI 316 with manual lever or rotary actuator

DNPart. No

8
10
15
20
25
32
40
50

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2

YR270008DA

YR270010DA

YR270015DA

YR270020DA

YR270025DA

YR270032DA

YR270040DA

YR270050DA

Ø DNPart. No

8
10
15
20
25
32
40
50

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2

YR270008SR

YR270010SR

YR270015SR

YR270020SR

YR270025SR

YR270032SR

YR270040SR

YR270050SR

Ø

Double/single acting

Double acting Single acting

DNPart. No

8
10
15
20
25
32
40
50

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2

YR270008LM

YR270010LM

YR270015LM

YR270020LM

YR270025LM

YR270032LM

YR270040LM

YR270050LM

Ø

With manual lever

DNPart. No

8
10
15
20
25
32
40
50

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2

YR280008SR

YR280010SR

YR280015SR

YR280020SR

YR280025SR

YR280032SR

YR280040SR

YR280050SR

ØDNPart. No

8
10
15
20
25
32
40
50

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2

YR280008DA

YR280010DA

YR280015DA

YR280020DA

YR280025DA

YR280032DA

YR280040DA

YR280050DA

Ø

 YR280 Brass L-shaped ball valve 3/2 with manual lever or rotary actuator

Double/single acting

Double acting Single acting

DNPart. No

8
10
15
20
25
32
40
50

G1/4
G3/8
G1/2
G3/4

G1
G1 1/4
G1 1/2

G2

YR280008LM

YR280010LM

YR280015LM

YR280020LM

YR280025LM

YR280032LM

YR280040LM

YR280050LM

Ø

With manual lever

Temperature: -20 ÷ 160 °C   
Fluid: air, water, chemical agents, etc.
Working pressure: DN 1/4 “÷DN 3/4” PN30
DN 1” PN16 - DN 1”1/4÷DN 2” PN10

Temperature: -20 ÷ 190 °C
Fluid: air, water, chemical agents, etc.
Working pressure: Max 63 bar
(based on working temperature)

YR Rotary Actuator and Valves for Process Automation


