
Air Pressure Gauge           
Thread types available: BSPP (G), BSPT(PT), NPT,     To order, please specify the thread type. 

Pressure range marking: PSI, Kg/cm2 ,MPa, Bar, To order, please specify. 

 
PREMIUM CARBON STEEL DRY GAUGES 

 Model CASE SIZE PRESSURE RANGE CASE MATERIAL PORT SIZE PORT POSITION 

GS-011.5030CSBA18  1.5” 0-30PSI 1/8 

GS-011.5060CSBA18 1.5” 0-60PSI 1/8 

GS-011.5100CSBA18 1.5” 0-100PSI 1/8 

GS-011.5160CSBA18 1.5” 0-160PSI 1/8 

GS-012.0030CSBA14 2.0" 0-30PSI 1/4 

GS-012.0060CSBA14 2.0" 0-60PSI 1/4 

GS-012.0100CSBA14 2.0" 0-100PSI 1/4 

 

GS-012.0160CSBA14 2.0" 0-160PSI 

Black carbon steel

1/4 

Back 

GS-011.5030CSBO18 1.5” 0-30PSI 1/8 

GS-011.5060CSBO18 1.5” 0-60PSI 1/8 

GS-011.5100CSBO18 1.5” 0-100PSI 1/8 

GS-011.5160CSBO18 1.5” 0-160PSI 1/8 

GS-012.0030CSBO14 2.0" 0-30PSI 1/4 

GS-012.0060CSBO14 2.0" 0-60PSI 1/4 

GS-012.0100CSBO14 2.0" 0-100PSI 1/4 

 

GS-012.0160CSBO14 2.0" 0-160PSI 

Black carbon steel

1/4 

Bottom 

 

 

 

 

 
STAINLESS STEEL LIQUID FILLED GAUGES 

 Model CASE SIZE PRESSURE RANGE CASE MATERIAL PORT SIZE MOUNTING 

GS-012.5030HGSSBA14 2.5"  Vacuum 0-¯30”Hg 1/4 

GS-012.5160SSBA14 2.5" 0-160PSI 1/4 

GS-012.51500SSBA14 2.5" 0-1500PSI 1/4 

GS-012.53000SSBA14 2.5" 0-3000PSI 1/4 

GS-012.55000SSBA14 2.5" 0-5000PSI 1/4 

GS-012.510000SSBA14 2.5" 0-10000PSI 

Stainless steel 

1/4 

Back 

GS-012.5030HGSSBA14PM 2.5"  Vacuum 0-¯30”Hg 1/4 

GS-012.5160SSBA14PM 2.5" 0-160PSI 1/4 

GS-012.51500SSBA14PM 2.5" 0-1500PSI 1/4 

GS-012.53000SSBA14PM 2.5" 0-3000PSI 1/4 

GS-012.55000SSBA14PM 2.5" 0-5000PSI 1/4 

 

GS-012.510000SSBA14PM 2.5" 0-10000PSI 

Stainless steel 

1/4 

Panel mounting, 

with U bracket, 

back port 

GS-012.5160SSBO14 2.5" 0-160PSI 1/4 

GS-012.51500SSBO14 2.5" 0-1500PSI 1/4 

GS-012.53000SSBO14 2.5" 0-3000PSI 1/4 

GS-012.55000SSBO14 2.5" 0-5000PSI 1/4 

 

GS-012.510000SSBO14 2.5" 0-10000PSI 

Stainless steel 

1/4 

Bottom 

 

 

 

Subject to change without notice, for updated information, please visit www.pneumission.com.    


